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   Dedicated and guaranteed technical service and assistance 
 

 

 

 

 

 

 

 

 
             

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 

 

 

 

 

 

 

 

 
 

 

 

 

                  

 

 
 

 

 

Universal level sensor 

            
                
 
  

    

 

TECHNICAL FEATURES: 

- Applicable and connectable on any type of three-phase 

and single-phase pump (* with reset deactivated) 

- Transfer function to control trays of all sizes and 

capacities (e.g. crusher collection tank, press) with 

emptying times that can be set based on the dimensions 

- Filling function for tanks and containers with final 

completion in manual mode 

- Robust, small and compact sensor 

- Excessive sound central alarm 

- Protection in case of lack of input phase 

- Detection of sensor faulty or not connected. 

- Universal model available separately 

- Three-phase 380 Vac and single-phase 220Vac power 

supply 

- Powers available up to 15 kW with direct start 

- Higher powers also available with the use of inverters 

- Standard arrangement through connector to: 

• Transfer sensor 

• Fill sensor 

• Start and stop filocontrol 

- Electrical panel size 300x220x120 (mm) 

Company site
  

Where to access 

Universal level sensor model 
 

 

 

Transfer sensor 

Fill sensor 

Wire controls 
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